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Model  Output 
Max AC INPUT AC IN +5V +3.3V +12V +5VSB -12V 

+5V & 
+3.3V  
Max  

S1Z2-5600K2V 600W 100-240V 
47-63Hz 10-5A 0-36A 0-31A 50A 0-3A 0-0.5A 210W 

 

S1Z2-5700K2V 700W 100-240V 
47-63Hz 11-5.5A 0-36A 0-31A 58A 0-3A 0-0.5A 210W 

 

S1Z2-5800K2V 800W 100-240V 
47-63Hz 12-6A 0-36A 0-31A 66A 0-3A 0-0.5A 210W 

 
S1Z2-5800K2V S1Z-2800K2
S1Z2-5700K2V S1Z-2700K2
S1Z2-5600K2V S1Z-2600K2  



 
 
 
 
 

 

CERTIFICATE NO.: 2015010907821186 

NAME AND ADDRESS OF THE APPLICANT 

Zippy Technology Corp. 
10F, No.50, Mincyuan Rd., Sindian Dist., New Taipei City, TAIWAN, China 

NAME AND ADDRESS OF THE MANUFACTURER 

Zippy Technology Corp. 
10F, No.50, Mincyuan Rd., Sindian Dist., New Taipei City, TAIWAN, China 

NAME AND ADDRESS OF THE FACTORY 

Zippy Technology Corp. 
4F., No. 48, Wucyuan Rd. Wugu Dist., New Taipei City 24886 Taiwan, China 

PRODUCT NAME, MODEL AND SPECIFICATION 

Redundant Power Supply 

See Appendix  (Altitude up to 5000m) Cord set is optional  

THE STANDARDS AND TECHNICAL REQUIREMENTS FOR THE PRODUCTS 

GB 17625.1-2012;GB 4943.1-2011;GB/T 9254-2008(Class A) 

This is to certify that the above mentioned product(s) complies with the requirements of 
implementation rules for compulsory certification(REFNO.CNCA-C09-01:2014). 

Valid from: Oct.27,2020      Valid until: Oct.27,2025 

The validity of the certificate is subject to positive result of the regular follow up 
inspection by issuing certification body until the expiry date. 

Date of original issued: Nov.13,2015 
The certificate information is available through CNCA's website: www.cnca.gov.cn 

Accredited by China National Accreditation Service for Conformity Assessment CNAS C001-P 
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NOTE: This appendix forms a part of the certificate for china compulsory product certification, and must 
be used together with the certification. 
 
 
 

 
             

 
                        

 

 

Model  
Output 

Max 
AC INPUT AC IN +5V +3.3V +12V +5VSB -12V 

+5V & 
+3.3V  
Max  

S1Z2-5600K2V 600W 
100-240V 
47-63Hz 

10-5A 0-36A 0-31A 50A 0-3A 0-0.5A 210W 
 

S1Z2-5700K2V 700W 
100-240V 
47-63Hz 

11-5.5A 0-36A 0-31A 58A 0-3A 0-0.5A 210W 
 

S1Z2-5800K2V 800W 
100-240V 
47-63Hz 

12-6A 0-36A 0-31A 66A 0-3A 0-0.5A 210W 
 

S1Z2-5800K2V S1Z-2800K2
S1Z2-5700K2V S1Z-2700K2
S1Z2-5600K2V S1Z-2600K2  


